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JPI-85E  Fully Automatic Strapping Machine (Standard Model)

� 3rd gen. aluminum alloy arch modular design

� Auto strap positioning & retry feeding function

� Convenient operation with panel, ball switch and foot pedal switch

� Operates on 24V power, thus providing safety for machine operator

� CKD frame and powder coated frame

Technical Specifications:

Arch Size  : 850W x 600H  Tension Strength : Max. 70 kgs

Strap Cycle Speed : 28 Cycles / 60Hz (per min.) Power Supply : 110/220V 50/60Hz 1Ph

   26 Cycles / 50 Hz (per min.)   220/380V 50/60Hz 3 Ph

Strap Width (mm) : 6~15.5 Sealing Method : Heat Sealing

Dimensions (mm) : 1400W x 640D x 1475H Table Height : 805 mm
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� Instant heating function (20 second heating time)

� One touch operation and energy saving mode

� Easier changeover of straps. Suitable for 6~15 mm strap width through strap guides

� Independent circuit board for all electric parts

Technical Specifications:

Strap Cycle Speed : 1.5 Sec. per strap Strap Width (mm) : 6~15

Tension Strength : Max. 65Kgs Sealing Method : Heat Sealing

Table Height (mm) : 730 Min. Package Size (mm) : 60

Dimension (mm) : 895W x 570D x 730H Power Supply : 110/220V 50/60Hz 1Ph.

JPI-SM2001  Semi-Automatic Strapping Machine (Heavy Duty)

� Energy saving mode activates within 15 seconds of non-operation

� Lift type top cover for convenient maintenance

� Easier changeover of straps. Suitable for 6~15 mm strap width through strap guides

� External adjustable tension knob for easier operation

� Optional Installations: 1. Wheels with brake, 2. 730~830 mm height adjustable model

Technical Specifications:

Strap Cycle Speed : 1.4 Sec. per strap Strap Width (mm) : 6~15

Tension Strength : Max. 65Kgs Sealing Method : Heat Sealing

Table Height (mm) : 730 Min. Package Size (mm) : 60

Dimension (mm) : 895W x 570D x 730H Power Supply : 110/220V 50/60Hz 1Ph.

JPI-SM2002  Semi-Automatic Strapping Machine  (Regular)

JPI-SM2003  Semi-Automatic Strapping Machine (Low Table Model)

� Easy adjustment of tension on control panel by setting the electromagnetic clutch system

� Low power consumption on 2 steps tensioning 

� Easy changing of straps design to give a convenient replacement on different strap thickness

� Advanced safety features such as smoke vent, pneumatic table-top, one-touch tension roller 

 cleaning, tabletop folded edges and CE approved safety switches

Technical Specifications:

Strap Cycle Speed : 2 Sec. per strap Strap Width (mm) : 5~15.5

Tension Strength : 4~80 Kgs Sealing Method : Heat Sealing

Table Height (mm) : 400 Electric Consumption : 200W

Dimension (mm) : 1530W x 610D x 400H Power Supply : 110/220V 50/60Hz 1Ph.



� Aluminum Alloy Arch Modular Design

� Easy to Assemble & Disassemble

� Forward feeding strap positioning detection and indication system

� Auto retry feature for failed strapping attempts

Technical Specifications:

Arch Size (mm) : 600W x 850H Strap Cycle Speed : 2.1  Sec. per strap

Tension Strength : Max. 70Kgs Strap Width (mm) : 9~15

Sealing Method : Heat Sealing Power Supply : 110/220V 50/60Hz 1Ph.

Machine Size (mm) : 1400W x 640D x 1740H    220/380V 50/60 Hz 3Ph.

JPI-85PRU  Standard Power Roller Table

JPI-85APN  Light Duty Air Pressure Strapping System
� Mono strapping with air-pressing bar

� Suitable for carton/paperboard or pre-transported forming-case strapping

� Option to adjust Arch size as per different package sizes

� Heavy pressure / delay strapping functions available (optional)

Technical Specifications:

Arch Size (mm) : 850W x 600H Strap Cycle Speed  : 8 sec. per cycle

Tension Strength : Max. 70Kgs Strap Width (mm) : 6~15.5

Sealing Method : Heat Sealing Cylinder inner dia. (mm) : 40
2Pressure (kg/cm )  : 5 (Bar) Stroke (mm) : 550

Dimensions (mm) : 1450W x 640D x 2140H Power Supply : 110/220V 50/60Hz 1Ph.

Table Height (mm) : 805    220/380V 50/60 Hz 3Ph.

� Standardized power roller table model with 2 sets of photocell

� Equipped with table roller cover

� Optional Straps no. is available for 1, 2 or no strapping on the packages

� Can be incorporated with input and output conveyors as a strapping system

Technical Specifications:

Arch Size (mm) : 850W x 600H Strap Cycle Speed : 2.5 Sec. per cycle

Tension Strength : Max. 70Kgs Strap Width (mm) : 9~15

Table Height (mm) : 810 Package Size (mm) : 300~820W, 30~560H

Sealing Method : Heat Sealing Power Supply : 110/220V 50/60Hz 1Ph.

Dimensions (mm) : 1550W x 800D x 1470H    220/380V 50/60 Hz 3Ph.

Power Roller Speed : 15M/50Hz per min.
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JPI-SM2007  In-line Automatic Strapping Machine
� � JPI-SM2007A    JPI-SM2007B

� � AC motor driven   Servo motor driven

� � Auto loading system  60 straps per minute

� � Short feeding sensor   Auto loading system

� � Coil end eject system  Short feeding sensor

� � Looping ejector  Coil end eject system 

� � Movable control panel  Looping ejector

    PLC Control� 

    Strap re-feed� 

    Movable control panel� 
For narrow / light straps

Servo motor driven,Servo motor driven,

high speed modelhigh speed model

Servo motor driven,

high speed model

JPI-85YU  Fully Automatic Strapping Machine (Standard Model)



� Basic features same as JP-SM2001A

� Iron Arch cover and corner stabilizers used for safety & stable operation

� Equipped with Arch Strap Guide to stabilize the P.P. strap to its proper position

� Can be connected with free roller tables or power conveyors

� PET strap strapping system available (optional)

Technical Specifications:

Arch Size (mm) : 1200W x 2800H Strap Cycle Speed : 3 Sec. per cycle

Tension Strength : Max. 70Kgs Strap Width (mm) : 12, 15 or 19

Sealing Method : Heat Sealing Power Supply : 110/220V 50/60Hz 1Ph.

Dimensions (mm) : 2745W x 640 D x 3365H    220/380/415V 50/60 Hz 3Ph.

JOY PACK INDIA PVT. LTD.

46, Suvidha Kunj, Pitam Pura

New Delhi - 110034 INDIA
JOY PACK

packaging machines

Phone: +91 9810023485 / 9312235318

Fax: +91 11 4750 2936

Email: info@joypackindia.com
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JPI-85YU-Big  Fully Automatic Strapping Machine (Big Arch Model)

JPI-85PSA  Semi-auto Pallet Strapping Machine (with Mobile Strap Guide)

� �  Equipped with Mobile Strap Guide   Easy to assemble & Disassemble

� � No requirement of Arch Motor   3rd gen. aluminum alloy arch modular design

� PET strap strapping system available (optional)

Technical Specifications:

Strap Guide (mm) : 1000 (Length) Strap Width (mm) : 12~15

Tension Strength : Max. 70Kgs Sealing Method : Heat Sealing

Dimension (mm) : 870W x 540D x 1380H Power Supply : 110/220V 1Ph.

       220/380/415V Hz 3Ph.

� Stainless steel body and parts

� Height adjustable ABS free roller table & stand

� IP-66 approved Waterproof & dustproof ABS control box

� Electricity leakage breaker protected main-power switch

Portable Pneumatic PP/PET Strapping Machine

JPI-PT2012

JPI-85YES  Fully Automatic Strapping Machine (with Free Roller Table)

JPI-SM2011  Automatic Strapping and Sealing Line
� CXF Fully Automatic Sealing Machine

� Power Table conveyor

� 3rd Generation Aluminum Alloy Arch Modular Design

� Complete detail available on request
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CARTON
SEALER



Top & Bottom Belts Driven Carton SealerSide & Top Belts Driven Carton Sealer

JPI-56

JPI-6602

Carton Sealer - Top & Bottom Drive

JPI-6603

Carton Sealer - Top &Side Drive

JPI-50

� Manually adjust the height and the width for sealing different sizes of cartons.

� � Top / side belt driven Top & bottom selaing

� � Cutter Safety System to prevent accidents Steel/Stainless steel type available

� � Cs4001: better for heavy cartons sealing Cs4002: better for tall cartons sealing

Technical Specifications:

 JPI-50 JPI-56 JPI-6602 JPI-6603

Conveyor Speed 0-20m/min 0-20m/min 20m/min 20m/min

Max. Packing Size (LxWxH) (in mm) unlimited x 500 x 500 unlimited x 500 x 500 unlimited x 500 x 500 unlimited x 500 x 500

Min. Packing Size (LxWxH) (in mm) 150 x 150 x 120 150 x 180 x 110 150 x 155 x 110 150 x 110 x 110

Power Supply 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz

Applicable Tape 48 / 60 / 75 mm 48 / 60 / 75 mm 2 / 3 inch 2 / 3 inch

Machine Size  (LxWxH) (in mm) 1020 x 900 x 1350 1020 x 850 x 1450 1105 x 785 x 1420 1250 x 960 x 1420

� � Cs4003: Top and bottom motor drive Top and Side driven belts for packing heavy products

� � Side auxililary device to fix the carton position Manually adjustable width

� � Suitable for various sizes / types of cartons Manually adjustable carton size

JOY PACK



� � Motor driven belt at both sides, suitable for narrow carton Side drive device to automatically fix carton position

� � Adjustable table height Top and side drive belts, suitable for heavy products

� � Automatically adjusts uneven cartons through upper tapping head Adjustable working table height

  Also available for automatic production line� 

Technical Specifications:

 JPI-6601 JPI-6603A JPI-6603A JPI-6605S

Conveyor Speed 20m/min 20m/min 0-20m/min 0-20m/min

Max. Packing Size (LxWxH) (in mm) unlimited x 500 x 500 unlimited x 500 x 500 unlimited x 500 x 500 550 x 500 x 500

Min. Packing Size (LxWxH) (in mm) 150 x 135 x 110 150 x 130 x 120 150 x 130 x 120 150 x 130 x 120

Power Supply 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz

Air Compressor ~ 6 Kg/cm² 6 Kg/cm² 6 Kg/cm²

Applicable Tape 2 / 3 inch 2 / 3 inch 2 / 3 inch 2 / 3 inch

Machine Size  (LxWxH) (in mm) 1250 x 960 x 1420 1250 x 910 x 1315 1250 x 910 x 1315 1900 x 960 x 1600

Call us at: +91 9810023485 / +91 9312235318

Carton Sealer

JPI-6603A

Auto Carton Sealer - Side Drive

JPI-6603B JPI-6605S

Carton Folding SealerAuto Carton Sealer

� � Side drive device to automatically fix carton position Automatic pneumatic system to adjust carton width & height

� � Top and side drive belts, suitable for heavy products Automatic folding & sealing of top flaps of carton

� � Adjustable table height Suitable for using with the automation packaging system

JPI-6601
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� � Crank handle to adjust carton height and width Automatic pneumatic device to adjust width & height of carton

� � Suitable for few carton sizes production line Auto sealing of top and bottom carton edges

  Suitable for production line handling different sizes of carton� 

Technical Specifications:

 JPI-6702 JPI-6702A JPI-6801 JPI-50A

Conveyor Speed 20m/min 20m/min 20m/min 6 ctns/min

Max. Packing Size (LxWxH) (in mm) 700 x 600 x 600 630 x 520 x 600 770 x 520 x 600 600 x 500 x 500 

Min. Packing Size (LxWxH) (in mm) 260 x 200 x 200 280 x 220 x 225 250 x 220 x 230 200 x 150 x 150

Power Supply 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1 Ph. 110V, 220V / 50-60Hz 1/3 Ph. 220/380V

Air Compressor 6 Kg/cm² 6 Kg/cm² 6 Kg/cm² 6 Kg/cm²

Applicable Tape 2 / 3 inch 2 / 3 inch 2 / 3 inch 48 / 60 / 75 mm

Machine Size  (LxWxH) (in mm) 2100 x 1470 x 1500 2100 x 1450 x 1500 3700 x 1750 x 1915 1620 x 1420 x 1550

JPI-6702 JPI-6702A

JPI-6801 JPI-50A

Full Auto Carton Edge SealerSemi-auto Carton Edge Sealer

Automatic Carton Erector Horizontal Type

Automatic Carton Sealing & Strapping MachineAutomatic Carton Sealing & Strapping MachineAutomatic Carton Sealing & Strapping Machine
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Carton / Box Wrapping Machine

JPI-SW3001

� Power Consumption 1 Phase, 220 V, 50 Hz, 1 kw

� Turntable Speed 0-20 round per minute

� Lifting Unite Photoelectric switch for height control

� Film Stretching Unit Frequency regulation (pre-stretch)

� Max. Package Weight 80 kg

� Pacakage Size (L x W x H) (250~1200) x (200~400) x (250~1200) mm

� Machine Dimension (L x W x H) 1600 x 600 x 1740 mm

� Machine Weight 150 kg

Carton Wrapping Machine

JPI-SW3002

� Power Consumption 1 Phase, 220 V, 50 Hz, 1 kw

� Turntable Speed 0-20 round per minute

� Lifting Unite Photoelectric switch for height control

� Film Stretching Unit Frequency regulation (pre-stretch)

� Max. Package Weight 80 kg

� Pacakage Size (L x W x H) (250~1200) x (200~400) x (250~1200) mm

Technical Specifications:

 JPI-SW3004A JPI-SW3004B JPI-SW3004C JPI-SW3004D

Power Supply 1 Phase, 220V / 240V  3 Phase, 380 V  / 415 V / 440 V 50 / 60 Hz

Power Consumption 1.3 kw 1.3 kw 1.3 kw 1.3 kw

Wrapping Height 2100 m/m 2100 m/m 2400 m/m 2400 m/m

Turntable Diameter 1500 mm 1800 mm 1500 mm 1800 mm

Turntable Height 80 mm 80 mm 80 mm 80 mm

Turntable Loading Weight 2000 Kg (4400 lbs) 2000 Kg (4400 lbs) 2000 Kg (4400 lbs) 2000 Kg (4400 lbs)

Turntable Speed 5 - 15 RPM (Adjustable Speed) 

Film Carriage Speed 5 M / min. (Adjustable Speed)

Film Specification PE stretch film core internal diameter: 76 mm, PE stretch film roll external diameter : 350 mm, width 550 mm

Film Thickness 17~35 microns 17~35 microns 17~35 microns 17~35 microns

Dimensions (L x W x H) 2623 x 1500 x 2410 mm 2623 x 1800 x 2410 mm 2623 x 1500 x 2710 mm 2623 x 1800 x 2710 mm

Email: info@joypackindia.comEmail: info@joypackindia.comEmail: info@joypackindia.com



Luggage Wrapping Machine

JPI-SW3003

� Power Consumption 1 Phase, 220 V, 50 Hz, 1 kw

� Turntable Speed 0-20 round per minute

� Lifting Unite Photoelectric switch for height control

� Film Stretching Unit Frequency regulation (pre-stretch)

� Max. Package Weight 80 kg

� Pacakage Size (L x W x H) (250~1200) x (200~400) x (250~1200) mm

� Machine Dimension (L x W x H) 1600 x 600 x 1740 mm

� Machine Weight 150 kg

Stretch Wrapping Machine - Heavy Duty

JPI-SW3004

� Film carriage is equipped with hinged drive for smooth vertical movement. Adjustable Speed

� Turntable equipped with hinged drive, for stable turning during pallet loading. Adjustable Speed

� PLC control system for better functionality

� Inverter controlled motor speed for smooth and steady operation

� Two-dent turntable design for easy movability of machine

� Photoelectric cell to measure the pallet height

� Electromagnetic brake device to adjust the tension of stretch film

� Optional pre-stretch system to reduce film consumption

� Manual as well as auto operation mode

� Safety limit switch for stretch film rack

Technical Specifications:

 JPI-SW3004A JPI-SW3004B JPI-SW3004C JPI-SW3004D

Power Supply 1 Phase, 220V / 240V  3 Phase, 380 V  / 415 V / 440 V 50 / 60 Hz

Power Consumption 1.3 kw 1.3 kw 1.3 kw 1.3 kw

Wrapping Height 2100 m/m 2100 m/m 2400 m/m 2400 m/m

Turntable Diameter 1500 mm 1800 mm 1500 mm 1800 mm

Turntable Height 80 mm 80 mm 80 mm 80 mm

Turntable Loading Weight 2000 Kg (4400 lbs) 2000 Kg (4400 lbs) 2000 Kg (4400 lbs) 2000 Kg (4400 lbs)

Turntable Speed 5 - 15 RPM (Adjustable Speed) 

Film Carriage Speed 5 M / min. (Adjustable Speed)

Film Specification PE stretch film core internal diameter: 76 mm, PE stretch film roll external diameter : 350 mm, width 550 mm

Film Thickness 17~35 microns 17~35 microns 17~35 microns 17~35 microns

Dimensions (L x W x H) 2623 x 1500 x 2410 mm 2623 x 1800 x 2410 mm 2623 x 1500 x 2710 mm 2623 x 1800 x 2710 mm

JOYJOYJOY PACK India Pvt. Ltd.PACK India Pvt. Ltd.PACK India Pvt. Ltd.

Phone: +91 9810023485 / 9312235318Phone: +91 9810023485 / 9312235318Phone: +91 9810023485 / 9312235318



Stretch Wrapping Machine - Light Duty

JPI-SW3005

� Automatic pressing, stretching, wrapping, cutting and clamping of pallet

� PLC controlled turntable and film carriage speed

� Pre-stretch function for film to reduce film consumption. (Optional feature)

� Can be installed in an automatic production line

� Can work with top sheet dispenser that is used to the top wrapping

� Photoelectric cell to measure the pallet height

� Standard Assembly includes:

 Conveyor

 Top Press System

 Pre-stretch System

 Auto Film Clamping and Cutting System

Stretch Wrapping Machine - Heavy Duty

JPI-SW3006

� Automatic pressing, stretching, wrapping, cutting and clamping of pallet

� PLC controlled turntable and film carriage speed

� Turntable with toothed wheel to support high weight loads

� Reel carriage unit complete with stretch film tension device 

� Pre-stretch function for film to reduce film consumption. (Optional feature)

� Can be installed in an automatic production line

� Can work with top sheet dispenser that is used to the top wrapping

� Photoelectric cell to measure the pallet height

� Wrapping failure and broken film detection system

� Top press system to stabilize the loads (Optional)

� Standard Assembly includes: Conveyor, Pre-stretch System, Auto Film Clamping & Cutting System

� Optional: Safety fences, Pre-stretch system, Top sheet dispenser, Pacakage out system

Technical Specifications:

 JPI-SW3005 JPI-SW3006

Power Supply 3 Phase, 220V / 380V / 415 V / 440 V 50 / 60 Hz 3 Phase, 220V / 380V / 415 V / 440 V 50 / 60 Hz

Power Consumption 2.8 kw 5.2 kw

Wrapping Height 2400 m/m 2400 m/m

Turntable Diameter 1800 mm 2000 mm

Conveyor Height 450~550 mm 650 mm

Turntable Loading Weight 2000 Kg (4400 lbs) 4000 Kg (8800 lbs)

Turntable Speed 5 - 15 RPM (Adjustable Speed) 5 - 15 RPM (Adjustable Speed)

Film Carriage Speed 5 M / min. (Adjustable Speed) 5 M / min. (Adjustable Speed)

Film Specification PE stretch film core internal diameter: 76 mm, PE stretch film roll external diameter : 350 mm

Film Thickness 17~35 microns 17~35 microns

Air Compressor 6 Kg/sq. cm 6 Kg/sq. cm

Dimensions (L x W x H) 2980 x 1800 x 2710 mm 2980 x 2175 x 3100 mm
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